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Animal and Plant Health Inspection Service, USDA § 3.64 

(g) Documents accompanying the 
shipment shall be attached in an easily 
accessible manner to the outside of a 
primary enclosure which is part of such 
shipment. 

(h) When a primary enclosure is per-
manently affixed within the animal 
cargo space of the primary conveyance 
so that the front opening is the only 
source of ventilation for such primary 
enclosure, the front opening shall open 
directly to the outside or to an unob-
structed aisle or passageway within the 
primary conveyance. Such front ven-
tilation opening shall be at least 90 
percent of the total surface area of the 
front wall of the primary enclosure and 
covered with bars, wire mesh or 
smooth expanded metal. 

[42 FR 31565, June 21, 1977, as amended at 43 
FR 21164, May 16, 1978; 55 FR 28883, July 16, 
1990] 

§ 3.62 Primary conveyances (motor ve-
hicle, rail, air, and marine). 

(a) The animal cargo space of pri-
mary conveyances used in transporting 
live rabbits shall be designed and con-
structed to protect the health, and en-
sure the safety and comfort of the rab-
bits contained therein at all times. 

(b) The animal cargo space shall be 
constructed and maintained in a man-
ner to prevent the ingress of engine ex-
haust fumes and gases from the pri-
mary conveyance during transpor-
tation in commerce. 

(c) No live rabbit shall be placed in 
an animal cargo space that does not 
have a supply of air sufficient for nor-
mal breathing for each live animal con-
tained therein, and the primary enclo-
sures shall be positioned in the animal 
cargo space in such a manner that each 
rabbit has access to sufficient air for 
normal breathing. 

(d) Primary enclosures shall be posi-
tioned in the primary conveyance in 
such a manner that in an emergency 
the live rabbits can be removed from 
the primary conveyance as soon as pos-
sible. 

(e) The interior of the animal cargo 
space shall be kept clean. 

(f) Live rabbits shall not be trans-
ported with any material, substance 
(e.g., dry ice) or device which may rea-
sonably be expected to be injurious to 
the health and well-being of the rabbits 

unless proper precaution is taken to 
prevent such injury. 

(g) The animal cargo space of pri-
mary conveyances used to transport 
rabbits shall be mechanically sound 
and provide fresh air by means of win-
dows, doors, vents, or air conditioning 
so as to minimize drafts, odors, and 
moisture condensation. Auxiliary ven-
tilation, such as fans, blowers, or air 
conditioners, shall be used in any cargo 
space containing live rabbits when the 
ambient temperature in the animal 
cargo space is 75 °F (23.9 °C) or higher. 
The ambient temperature within the 
animal cargo space shall not exceed 85 
°F (29.5 °C) or fall below 45 °F (7.2 °C), 
except that the ambient temperature 
in the cargo space may be below 45 °F 
(7.2 °C) if the rabbits are accompanied 
by a certificate of acclimation to lower 
temperatures, as provided in § 3.60(c) of 
this part. 

[42 FR 31565, June 21, 1977, as amended at 55 
FR 28883, July 16, 1990] 

§ 3.63 Food and water requirements. 

(a) If live rabbits are to be trans-
ported for a period of more than 6 
hours, they shall have access to food 
and water or a type of food, which pro-
vides the requirements for food and 
water in quantity and quality suffi-
cient to satisfy their food and water 
needs, during transit. 

(b) Any dealer, research facility, ex-
hibitor or operator of an auction sale 
offering any live rabbit to any carrier 
or intermediate handler for transpor-
tation, in commerce, shall provide an 
adequate supply of food or type of food, 
which provides the requirements for 
food and water, within the primary en-
closure to meet the requirements of 
this section. 

(c) No carrier or intermediate han-
dler shall accept for transportation, in 
commerce, any live rabbit without an 
adequate supply of food or type of food, 
which provides the requirements for 
food and water, within the primary en-
closure to meet the requirements of 
this section. 

§ 3.64 Care in transit. 

(a) During surface transportation, it 
shall be the responsibility of the driver 
or other employee to visually observe 

VerDate Mar<15>2010 12:32 Mar 19, 2014 Jkt 232028 PO 00000 Frm 00087 Fmt 8010 Sfmt 8010 Y:\SGML\232028.XXX 232028eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-03-28T11:12:47-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




